
B2 R2 ØD2

inch USt inch  (inch)

2 3/16  x 3/8 14,9 33 1/8 45 29/32 2      2 7/16 2 1/8

2 9/16  x 3/8 18,7 36 7/32 50      2 7/32 2 13/16 2 5/8 

2 3/4  x 3/8 27,6 38 7/16 51 7/16 2 13/16 2 13/16 2 13/16 

3 x 3/8 33,1 40 7/32 54 23/32 2 13/16 3      2 29/32

3 5/16  x 3/8 38,6 43 5/16 59 1/8 3 1/8 3 5/16 3 7/32 

3 1/2  x 3/8 49,6 46 1/8 65      3 1/2 3 23/32 3 23/32

4  x 3/8 60,6 50      70  1/8 3  29/32 4 1/8 4 1/8

4 3/8  x 3/8 77,2 54 23/32 76 7/16 3 29/32 4 1/2 4 7/16 

4 23/32  x 3/8 93,7 59 5/8 84 5/8 4 29/32 5 5/16 5 1/8

5 1/8  x 3/8 110,2 63      91 23/32 4 29/32 5 23/32 5 5/8 

5 1/2  x 3/8 132,3 68 5/16 91 23/32 5 1/2 6 23/32 6 1/8

6 5/16  x 3/8 176,4 73 7/32 96 29/32 6 5/16 7 1/2 7 1/8

7 1/8  x 3/8 220,5 78 23/32 103 1/8 6 23/32 7 29/32 7 5/8 

7 7/8  x 3/8 275,6 87      113 7/16 7 1/2 10 7/32 10      
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HD TURNBUCKLE EYE EYE

Material	 :	 High tensile steel
Safety Factor	 :	 5 times
Finish	 :	 Painted RAL 5013
Temperature Range	 :	 -4ºF up to 356ºF 
Standard Certification	 :	 Certificate of Conformity

Proof Load Certificate on request.
Non-standard sizes or custom products available on request. 
Only with additional locking device suitable for lifting. 
(On request available)


