
Article 
number

WLL A ØB C ØD E T

USt inch

HDS200JJ 200 2 13/16 4 29/32 6 5/16 14 7/32 34 7/16 6 23/32

HDS250JJ 250 3 1/8 5  1/2 7 1/8 17 23/32 41 5/16 7 29/32

HDS300JJ 300 3 1/2 5 29/32 7 23/32 19 5/16 47      8  1/2 

HDS400JJ 400 3 29/32 6 29/32 9 1/8 22 7/16 52      9 7/16 

HDS500JJ 500 4 23/32 7 5/16 10      24 13/16 53 23/32 9 13/16 

HDS600JJ 600 5 1/8 8 1/8 11 7/32 27 7/32 60 5/8 10 7/16 

HDS700JJ 700 5 1/2 8 1/2 12 7/32 29 1/8 62 5/8 11      

HDS800JJ 800 5 1/2 9 1/8 12 7/32 30 5/16 65 23/32 12      

HDS900JJ 900 5 29/32 9 13/16 13      32 5/16 70 1/2 12 5/8 

HDS1000JJ 1000 6 1/2 10  5/8 13 13/16 34 5/8 72 7/16 13 7/32 

HDS1250JJ 1250 6 29/32 11 13/16 14 5/8 38 7/32 78 29/32 14 13/16 

HDS1550JJ 1550 6 29/32 12 5/8 14 5/8 39 7/16 83 23/32 16 23/32

HDS1750JJ 1750 8  1/8 14 7/32 16 23/32 44 23/32 88      17  5/16

V052301 65www.dehaan-se.com

HEAVY DUTY SWIVEL JAW JAW 200 - 1750 TONS

Material	 :	 Alloy steel quenched and tempered
Safety Factor	 :	 5 times WLL
Finish	 :	 Painted
Temperature Range	 :	 -4ºF up to 356ºF (-40ºF on request)
Standard Certification	 :	 Certificate of Conformity
			   3.1 material Certificate EN 10204 

	 Upon request also available for underwater use.

Non-standard sizes or custom products available on request.


